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Contents

Lighting
Accessories 
for C-LUX 6100, 6500, 6108, 6508 C-LUX 321
for EXLUX 6001, 6002, 6006, 6009, 6401, 6402, 6409 EXLUX 287
for ECOLUX 6600, 6608 ECOLUX 295
for ECOLUX 6010, 6610, L610 ECOLUX 303
Bulkhead Light Fittings 
for Incandescent Lamps up to 100 W 6388 327
for Halogen Lamps up to 150 W 6788 327
Pendant Light Fittings 
for HID or LED 6050 329
IEC Version for Discharge Lamps max. 400 W 6470/2 333
with LED, for Discharge Lamps max. 80 W 6470/5 337
Floodlights 
made of Cast Aluminium, for Discharge Lamps up to max. 400 W 6121 340
made of Stainless Steel, for Discharge Lamps up to max. 600 W 6521/4 343
made of Stainless Steel, for Discharge Lamps up to max. 600 W 6521/5 345
made of Stainless Steel or Polyester Resin, with LEDs up to max. 210 W 6525 350
Dimensional Drawings for Floodlights Series 6521 347
Accessories for Floodlights Series 6521 348
Tank Inspection Lights for Halogen Lamps up to 100 W 6122 353
Portable Lamps 
with LED 6148 362
with LED; Industrial Design L148 364
Accessories for Portable Lamps Series 6148 and L148 366
Hand Lamps with Batteries 
with LED, Zone 0 6140 358
with LED, for Alkaline Batteries 6141 360
Hand Lamps for Mains Connection 
Inspection Light LED 6149/2 367
Helideck Systems / Systems for Helicopter Landing Sites 
Xenon Helideck Floodlight TEF 9964 370
Helideck Floodlight LED TEF 9970 371
Identification Lighting System CHLITE 373
Perimeter Light LED TEF 2430 376
Commander Utility TEF 4500 378

You will find further information on the Internet www.stahl.de
Compact Light Fittings 
made of Sheet Steel 8 W - Zone 1 6114, 6514
Compact Emergency Luminaire 
made of Sheet Steel 8 W - Zone 1, 2 6118
Mounting Material / Emergency Lighting Technology
Tubular Light Fittings
for Fluorescent Lamps made of Aluminium T-LUX 6035
Emergency Luminaire for Fluorescent Lamps 
made of Sheet Steel 18, 36 W - Zone 1, 2 6018
Hand Lamps for Mains Connection
Hand Lamps with Connection Lead, for Incandescent Lamps up to 60 W 6147
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Linear Luminaire for Fluorescent Lamps
Series EXLUX 6001
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Series EXLUX 6001 E2 

15454E00

WebCode 6001A

> As bulkhead light fitting or 
side-entry luminaire

> Version with 2 lamps: 18 W, 36 W and 58 W
> Central lock
> All-pole disconnection by means 

of a positive opening switching element 
when opening the luminaire

   

   

   

   

ATEX / IECEx
Zone 0 1 2 20 21 22
For use in x x x x

Selection Table
Version Through 

wiring
Number of 
lamps

Lamp 
wattage

Length Order number Art. no. PS Weight

 W  mm kg
EXLUX 6001 5-way 2 18 700 6001/522-9510-15-131 220897◄ 30 4.500

36 1310 6001/542-9510-15-131 220903◄ 30 6.750
58 1610 6001/562-9510-15-131 220910◄ 30 7.900

without 2 18 700 6001/522-9010-15-131 220898 30 4.350
36 1310 6001/542-9010-15-131 220907 30 6.540
58 1610 6001/562-9010-15-131 221734 30 8.300

Order Number Supplement
ECG 220 ... 240 V 2-lamps AC, 1-lamp DC 6001/5..-...0-..-...

220 ... 240 V 2-lamps AC, 2-lamps DC 6001/5..-...1-..-...
110 ... 240 V 2-lamps AC, 1-lamp DC 
(18 W and 36 W only)

6001/5..-...2-..-...

110 ... 240 V 2-lamps AC, 2-lamps DC 
(18 W and 36 W only)

6001/5..-...3-..-...

120 ... 277 V 2-lamps AC, 2-lamps DC
(17 W, 32 W and 40 W NEC-standard)

6001/5..-...6-..-...

Connection 
terminal

Spring clamp terminal type WAGO 0.5 ... 4 mm2 6001/5..-....-1.-...

Screw-type terminal type STAHL 1.5 ... 6 mm2 6001/5..-....-2.-...

Cable glands 6001/5..-....-..-131

Note
The lights are delivered without fluorescent lamps and assembly parts.
These parts must be ordered separately!

Technical Data
Explosion protection

Global (IECEx)
Gas and dust IECEx PTB 13.0003

Ex d e IIC T4 Gb or Ex db eb IIC T4
Ex tb IIIC T80°C Db or Ex tb IIIC T80°C

Europe (ATEX)
Gas and dust PTB 13 ATEX 2004

E II 2 G Ex d e IIC T4 Gb or Ex db eb IIC T4
E II 2 D Ex tb IIIC T80°C Db or Ex tb IIIC T80°C

Certifications and certificates
Certificates IECEx, ATEX, Brazil (INMETRO), Kazakhstan (TR), Russia (TR), Serbia (SRPS), Belarus (TR)

Standard 3 x holes M25
2 x M25 x 1,5 cable gland and 
2 x M25 x 1,5 stopping plug
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Lighting

Linear Luminaire for Fluorescent Lamps
Series EXLUX 6001

Electrical data
Ballast

Power factor cos p cos p ) 0.97 capacitive; no additional compensation required
Ambient conditions

Operating
temperature range

The lowest ambient temperature when used with breather is -20 °C.

Technical Data

6001/...-...0-..-... 6001/...-...1-..-...
Lamp start Cold start Cold start
Voltage 220 ... 240 V AC 220 ... 240 V AC
Voltage DC 
during switching on

198 … 264 V DC 104 … 264 V DC

Voltage DC 
during operation

176 … 264 V DC 198 … 264 V DC

Frequency 0 / 50 … 60 Hz 0 / 50 … 60 Hz
Operation 
of the lamps DC

1 lamp 2 lamps

Lamp standard IEC 60081 IEC 60081
Lamp power 18, 36, 58 W 18, 36, 58 W
Nominal current 1 x 18 W, 85 mA

2 x 18 W, 170 mA
1 x 36 W, 160 mA
2 x 36 W, 320 mA
1 x 58 W, 250 mA
2 x 58 W, 500 mA

1 x 18 W, 85 mA
2 x 18 W, 170 mA
1 x 36 W, 160 mA
2 x 36 W, 320 mA
1 x 58 W, 250 mA
2 x 58 W, 500 mA

6001/...-...2-..-... 6001/...-...3-..-... 6001/...-...6-..-...
Lamp start Cold start Cold start Cold start
Voltage 110 ... 240 V AC 110 ... 240 V AC 120 ... 277 V AC
Voltage DC 
during switching on

104 … 264 V DC 104 … 264 V DC 113 … 294 V DC

Voltage DC 
during operation

104 … 264 V DC 104 … 264 V DC 113 … 294 V DC

Frequency 0 / 50 … 60 Hz 0 / 50 … 60 Hz 0 / 50 … 60 Hz
Operation 
of the lamps DC

1 lamp 2 lamps 2 lamps

Lamp standard IEC 60081 IEC 60081 ANSI C78.81
Lamp power 18, 36 W 18, 36 W 17, 32, 40 W
Nominal current 1 x 18 W, 85 ... 175 mA

2 x 18 W, 170 ... 345 mA
1 x 36 W, 155 ... 330 mA
2 x 36 W, 310 ... 660 mA

1 x 18 W, 85 ... 175 mA
2 x 18 W, 170 ... 345 mA
1 x 36 W, 155 ... 330 mA
2 x 36 W, 310 ... 660 mA

1 x 17 W, 80…155 mA
2 x 17 W, 160…305 mA
1 x 32 W, 135…285 mA
2 x 32 W, 270…570 mA
1 x 40 W, 160…360 mA
2 x 40 W, 325…715 mA

Through wiring
Type without with
6001/52.-…0-..-... -30 ... +60 °C -30 ... +50 °C
6001/52.-…1-..-... -30 ... +60 °C -30 ... +50 °C
6001/52.-...2-..-... -30 ... +45 °C -30 ... +40 °C
6001/52.-…3-..-... -30 ... +45 °C -30 ... +40 °C
6001/54.-…0-..-... -30 ... +55 °C -30 ... +50 °C
6001/54.-…1-..-... -30 ... +55 °C -30 ... +50 °C
6001/54.-…2-..-... -30 ... +45 °C -30 ... +40 °C
6001/54.-…3-..-... -30 ... +45 °C -30 ... +40 °C
6001/56.-…0-..-... -20 ... +55 °C -20 ... +50 °C
6001/56.-…1-..-... -20 ... +55 °C -20 ... +50 °C
6001/53.-…6-..-... -30 ... +40 °C -30 ... +40 °C
6001/55.-…6-..-... -30 ... +40 °C -30 ... +40 °C
6001/57.-…6-..-... -20 ... +40 °C -20 ... +40 °C
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Linear Luminaire for Fluorescent Lamps
Series EXLUX 6001

Lighting

Mechanical data
Degree of protection IP66 / IP67 (IEC 60598)
Protection class I (with internal PE connection)
Impact strength (IK code) IK10 (IEC 62262)
Material

Enclosure
Enclosure Polyester resin, glass fibre-reinforced
Colour colour grey, similar to RAL 7035

Seal Silicone foam gasket in the lamp cover
Translucent cover Polycarbonate

Luminaire locking Central locking which can be opened/closed using a socket key M8 / wrench size 13, hinged lamp cover
Mounting / Installation

Connection

Through wiring

Dimensional Drawings (All Dimensions in mm [inches]) - Subject to Alterations

15440E00

EXLUX 6001 Standard luminaire

Accessories see page 287

Technical Data

Standard: Spring clamp terminals
5-pole: L1, L2, L3, N, PE
Clamping range: 1 x 0.75 ... 4 mm2 (solid / finely stranded)
4 mm2 finely stranded without core end sleeve only 
(2 free clamping units for each pole available)

Special: Terminal block with covering 
5-pole: L1, L2, L3, N, PE
Clamping range: 2 x 1.5 ... 6 mm2 (solid); 2 x 1.5 ... 4 mm2 (finely and extra finely stranded)

Through 
wiring

Standard luminaire
Luminaires are equipped with internal through wiring. 
Ingoing and outgoing leads can be connected on the opposite sides. 
Terminals: see Techn. data 
Wiring cross-section: 2.5 mm2 for max. 16 A

without Optional
On the connection side, there are 2 bores M25 x 1.5 
for cable entries for ingoing and outgoing wiring of the connection line 
(ingoing and outgoing leads on one side).

M25 x 1,5 L3 M25 x 1,5

L2

L1b

h
1

Dimen-
sions 

Luminaire
17/18 W 32/36 W 40/58 W

L1 700 [27.56] 1310 [51.57] 1610 [63.39]
L2 1) 400 [15.75] 800 [31.50] 800 [31.50]
L3 2) 320 ... 480

[12.60 ... 18.90]
670 ... 930
[26.38 ... 36.61]

670 ... 930
[26.38 ... 36.61]

b 184 [7.24] 184 [7.24] 184 [7.24]
h1 125 [4.92] 125 [4.92] 125 [4.92]
1) fixed mounting distance
2) variable mounting distance
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Emergency Luminaire for Fluorescent Lamps
Series EXLUX 6009
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Series EXLUX 6009 E2 

16126E00

WebCode 6009A

> As bulkhead light fitting or 
side-entry luminaire

> Version with 2 lamps: 18 W and 36 W
> Central lock
> Disconnecting the battery circuit when 

opening the luminaire or the battery box
> Weekly functional test
> Light duration test of the emergency lighting 

once a year

   

   

   

   

ATEX / IECEx
Zone 0 1 2 20 21 22
For use in x x x x

Selection Table
Version Lamps Operating time test Order number Art. no. PS

W 
Standard luminaire 
Series 6009

2 x 18 W with 6009/522-9617-1611-71 225723◄ 30
2 x 36 W with 6009/542-9617-1611-71 225725◄ 30

Note The lights are delivered without fluorescent lamps and assembly parts.
These parts must be ordered separately!

Technical Data
Explosion protection

Global (IECEx)
Gas and dust IECEx PTB 13.0059

Ex d e mb IIC T4 Gb or Ex db eb mb IIC T4
Ex tb IIIC T80°C Db or Ex tb IIIC T80°C

Europe (ATEX)
Gas and dust PTB 13 ATEX 2015

E II 2 G Ex d e mb IIC T4 Gb or Ex db eb mb IIC T4
E II 2 D Ex tb IIIC T80°C Db or Ex tb IIIC T80°C

Certifications and certificates
Certificates IECEx, ATEX, Kazakhstan (TR), Russia (TR), Belarus (TR)

Electrical data
Rated voltage Standard:

• 220 ... 240 V ±10 %, 50 / 60 Hz (Lamps acc. to IEC 60081)
Optional:
• 110 ... 127 V ±10 %, 50 / 60 Hz (Lamps acc. to IEC 60081)
• 120 V ±10 %, 50 / 60 Hz (Lamps acc. to ANSI IEC C78.81)

Ambient conditions
Ambient temperature

Mounting / Installation
Connection

Mechanical data
Degree of protection IP66 / IP67 (IEC 60598)
Protection class I (with internal PE connection)
Emergency light duration 1.5 / 3 h (emergency light)

-30 ... +50 °C
-5 ... +40 °C operationable

Standard: Spring clamp terminals
6-pole: L1, L2, L3, L', N, PE
Clamping range: 1 x 0.75 ... 4 mm2 (solid / finely stranded)
(2 free clamping units per pole available)

Special: Terminal block with covering 
6-pole: L1, L2, L3, L', N, PE
Clamping range: 2 x 1.5 ... 6 mm2 (solid); 2 x 1.5 ... 4 mm2 
(finely and extra finely stranded)
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Emergency Luminaire for Fluorescent Lamps
Series EXLUX 6009

Dimensional Drawings (All Dimensions in mm [inches]) - Subject to Alterations

16127E00

EXLUX 6009

Accessories see page 287

M25 x 1,5

183,5 [7,22]

1
2

5

L3

L2

L1

L3

L2

[4
,9

2
]

M25 x 1,5

Dimensions Luminaire
17/18 W 32/36 W

L1 857 [33.74] 1467 [57.76]
L2 1) 400 [15.75] 800 [31.50]
L3 2) 320 ... 480

[12.60 ... 18.90]
670 ... 930
[26.38 ... 36.61]

1) fixed mounting distance
2) variable mounting distance
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